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NATIONAL FOREWORD  
 
This Sri Lanka Standard was approved by the Sectoral Committee on Chemical and Polymer 
Technology and authorized for adoption and publication  by the Council of the Sri Lanka 
Standards Institution on 2004-01-23. 
 
This standard  was published in 1981 which superceded CS 70 : 1969. In this revision each test 
method  is  given  as a  separate  part in order to facilitate updating. This standard supercedes 
SLS 535 : Part 2 : 1981. Tests involving chemical examination of liquid paints and dried paint 
films, Section 2.4 Preparation of acid extracts from liquid paints. 
 
TERMINOLOGY AND CONVENTIONS 
 
The text of the International Standard has been accepted as suitable for publication without 
deviation, as a Sri Lanka Standard. However certain terminology and conventions  are not  
identical with those used in Sri Lanka Standards.  Attention is therefore drawn to the following : 
 
 
a) Wherever the words ‘International Standard/publication’ appear referring to a particular 

standard, they should be interpreted as “Sri Lanka Standard” . 
 
b) The comma has been used throughout as a decimal marker. In Sri Lanka Standards it is 

the current practice to use the full point on the baseline as the decimal marker.  
 
 
Attention is also drawn to the test temperature adopted in Sri Lanka which is 27 ± 0.5  º C. 
 
 
 
 
 
 
 
  

 
 

  
                            

 3



International Standard 
I 

INTERNATIONAL ORGANIZATION FOR STANDARDIZATlON@MEXJlYHAPOAHAR OPrAHM3AYM~ n0 CTAH&APTM3AL&lM@ORGANlSATlON INTERNATIONALE DE NORMALlSATlON 

Paints and varnishes - Preparation of acid extracts from 
paints in liquid or powder form 

Peintures et vernis - Prbparation des extraits acides des peintures liquides ou en poudre 

Second edition - 1984-11-15 

13 - 
I iFi5 6, 

x 

ii 
0 
E 

UDC 667.6 : 543.05 Ref. No. IS0 6713-1984 (E) 

Descriptors : paints, varnishes, printing inks, chemical analysis, determination of content, lead, soluble matter, metals, acid extracts. 

Price based on 6 pages 

SLS 1256-9:2004


	ISO  6713:1984
	
	METHODS OF
	PART 9 : PREPARATION OF ACID EXTRACTS FROM

	NATIONAL FOREWORD

	back coverpage.pdf
	UDC     634.616 : 664.685.4
	SPECIFICATION  FOR
	
	NOTE  :  Attention is drawn to the certification facilities offered by the Sri Lanka Standards Institution. See the inside back cover of this specification.


	SAMPLING
	APPENDIX B
	DETERMINATION OF MOISTURE
	APPENDIX C
	Spread about 25 g  of the sample in a petri dish or any suitable dish and dry by the method given in B.2. The dried material shall be referred to as the dried sample and shall be used in the tests where so indicated.
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	D.1      APPARATUS
	
	D.2      REAGENTS


	D.2.1   Hydrochloric acid , concentrated
	
	D.3      PROCEDURE
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	E.1APPARATUS


	E.1.6Other laboratory equipment
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	E.2.4Place the dish in the muffle furnace at  550
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	APPENDIX F
	DETERMINATION OF pH OF RECONSTITUTED MILK
	
	
	F.1APPARATUS


	F.1.3Other laboratory equipment
	
	F.2PROCEDURE



	APPENDIX G
	DETERMINATION OF FREE FATTY ACIDS OF THE EXTRACTED OIL
	
	
	G.1APPARATUS
	G.3PROCEDURE



	APPENDIX H
	
	
	Gently invert the sample six times and prepare serial decimal dilutions immediately.







